
GRAĐEVINAR 52 (2000) 6, 339-343 339

U ovom broju objavljujemo pretisak članka Betonski krov na kupališnoj sgradi u Topuskom iz časopisa

VIESTI
DRUŽTVA INŽINIRA I ARHITEKTA

U HRVATSKOJ I SLAVONIJI,
XXIII, 4, 1902.

Prof. dr. sc. Dražen Aničić, dipl. ing. građ., redoviti član Akademije tehničkih znanosti Hrvatske

BETONSKI KROV NA KUPALIŠNOJ ZGRADI U TOPUSKOM
U Topuskom je prije oko sto godina izrađena neobična svođena armiranobetonska konstrukcija u zgradi
pučke kupelji, kao zamjena za ranije drvene krovne konstrukcije, koje su pod utjecajem isparavanja termalne
vode (50oC) iz bazena nakon nekoliko godina uporabe morale biti zamijenjene. Svod paraboličnog oblika
raspona oko 11 m sa zategom izveden je kao šuplji presjek visine 47 cm, sa 7 cm debelim donjim i gornjim
pojasom s armiranim pletivom (mrežom) i čeličnim šipkama po sistemu Moniera. Skrivena lučna rebra
(popruzi) dodatno su armirana i međusobno udaljena 3,35 m. Blatne kupelji u toj zgradi inače su služile za
bolestnike nižih slojeva, a izgradnjom svoda željelo se dobiti trajniju konstrukciju s većom visinom i smanjiti
troškove održavanja. Prilikom obilaska područja oslobođenih u Domovinskom ratu, nakon akcije “Oluja”
1995. godine vidjelo se da je ta zgrada još postojala neoštećena, a iz neobičnog oblika svoda ožbukanog
odozdo nije se moglo naslutiti da se radi i tako starom i neobičnom armiranobetonskom obliku

CONCRETE ROOF OF THE BATHHOUSE IN TOPUSKO

Almost a hundred years ago, quite an extraordinary vaulted reinforced-concrete structure was built in the
public bathhouse in Topusko as a replacement for the former wooden roof structures, which had to be
removed after several years of use due to evaporation of thermal water from the pool (50°C).  This parabolic
vault with the tie, about 11 m in span, was built as a hollow cross-section 47 cm in height, with the top and
bottom chords 7 cm in thickness, and with reinforced wire fabric and steel bars made according to the
"Monier system".  Hidden arch ribs (popruzi) were additionally reinforced and are spaced at 3.35 m
intervals. Here, mud baths were offered to "lower income patients" and the vault was in fact built in order to
obtain a higher and more durable structure and to reduce maintenance costs. The inspection of areas
liberated in Homeland War following the military operation "Storm" in 1995 has shown that the building has
remained undamaged, and the unusual form of vault plastered from below does not hint to the existence of
such an old and unusual reinforced-concrete structure.
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